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Quick Start 


This ADSL Routei is ideal foi home netwoikimj and small business netwoikimj. The 
’Ouick Stall' wizard will yuideyouto confiyuie the ADSL loutei to connect to youi ISP 
(Internet Service Piovidei ». The router's easy Ouick Stait will allow youto have Internet 
access within minutes. Please follow the 'Quick Stait' wizai d step by step to confiyui e 
the ADSL Routei. 
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1/26/2010 



Page 2 of 5 


TP-LIIMK 


ADSL2/2+ Ethernet Router 


Maintenance Status 



Advanced Access 
Setup Management 


Virtual Circuit 
Status 
VPI 
VCI 


OoS 


ATM QoS 
PCR 
SCR 
MBS 


PVCO V 

| PVCs Summary 

® Activated O Deactivated 


(range: 0-255) 

(range: 1 -65535) 


UBR 

1 

0 

cells/second 

0 

cells/second 

0 

cells 


Encapsulation 


ISP : O Dynamic IP Address 
-V Static IP Address 
OPPP 0 AJPPP 0 E 
® Bridge Mode 


Bridge Mode 


Encapsulation : 1 483 Bridged IP LLC 



For Bridge Mode I PPPQE Mode 


For PPPOE Mode (Routing Mode) 
Step 1 


http://ntc.net.np/adsl/adslRouterConf/tplink/tplink.html 


1/26/2010 





Page 3 of 5 


TP-LIIMK 


ADSL2/2+ Ethernet Router 


Quick 

Quick 

Start 

Interface Advanced Access .. • * o* * u . 

0 ^ ~ A it * Maintenance Status Help 

Setup Setup Management 1 

St 3 rt 




Quick Start 


This ADSL Router is ideal for home networking and small business networking. The 
'Quick Start’ wizard will guide you to configure the ADSL toiitei to connect to your ISP 
(Internet Service Piovidet). The t order's easy Ouick Start will allow you to have Intel net 
access within minutes. Please follow the 'Quick Start' wizai d step by step to configui e 
the ADSL Router. 
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